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1 OVERVIEW 

The Sensora
®
 Color Balancing Advanced Tool is a software package enabling 

your Sensora light projector (such as the LPA-2 or LPA-3) to generate Color 
Balancing Sessions precisely matching the user's current color needs. It is based 
on the color system developed by the "Van Obberghen Color Institute" from 
Switzerland and its process is licensed from their IP.  

The program uses a simple but remarkably 
effective Color Test which can be performed within 
a few moments through an interactive Touch 
Screen. The test is an easy process where you are 
guided into picking a number of colored dots out of 
a random selection to remove the colors that are 
least appealing to you in this moment. 

Once you have completed your selection, you will 
be presented with a Test Report showing your 
color profile; a surprising amount of information 
can be extracted from it by a therapist trained in 
the Van Obberghen color system. A custom multi-
sensorial Sensora session will then be generated 
live, creating an exquisite "Color Bath" optimized 

to balance your color profile. 

The Color Balancing tool includes the capability to precisely calibrate both 
the colors displayed on the Touch Screen LCD and those projected on the 
Sensora screen during the session. It also allows various operational options, 
such as setting the session duration (from 10 to 60 minutes) and the 
soundtrack music. 

Training Workshops on the principles and applications of the color system 
underlying the Color Test are available from the Van Obberghen Color 
Institute. 

 
 
 
 

2 GETTING STARTED 

2.1 SOFTWARE INSTALLATION 
To facilitate sharing common resources (such as music, Playlists and light 
patterns), all Sensora software shares specific common directories for 
programs, data and music. The first time you install a Sensora program on your 
PC, the following default directories will be suggested: 

 Sensora Programs  in άtǊƻƎǊŀƳ CƛƭŜǎ\{ŜƴǎƻǊŀέ 
 Sensora Data  in άaȅ 5ƻŎǳƳŜƴǘǎ\{ŜƴǎƻǊŀ 5ŀǘŀέ 
 Sensora Music  in άaȅ 5ƻŎǳƳŜƴǘǎ\{ŜƴǎƻǊŀ aǳǎƛŎέ 

During installation you can accept these directories, or freely select new ones. 
 
If Sensora Color Balancing is not the first Sensora software installed on your PC, 
the existing Sensora directories will automatically be suggested during 
installation: to ensure harmonious operation of all Sensora programs these 
should be accepted. 
 
To install, follow these steps: 

 Using Windows Explorer, locate your installation CD and double-click 
ƻƴ ǘƘŜ άLƴǎǘŀƭƭ {ŜƴǎƻǊŀ /ƻƭƻǊ .ŀƭŀƴŎƛƴƎέΦ 

 /ƭƛŎƪ άbŜȄǘέ ǘƻ ŀŎŎŜǇǘ ǘƘŜ ŘŜŦŀǳƭǘ {ŜƴǎƻǊŀ tǊƻƎǊŀƳǎ ŘƛǊŜŎǘƻǊȅΣ ƻǊ 
ά.ǊƻǿǎŜέ ǘƻ ǎŜƭŜŎǘ ŀ ƴŜǿ ƻƴŜΣ ŀǎ ǎƘƻǿƴ ōŜƭƻǿΥ 

 

http://www.color-institute.com/
http://en.sensora.com/component/page,shop.product_details/flypage,shop.flypage/product_id,17/category_id,2/manufacturer_id,0/option,com_virtuemart/Itemid,200/
http://www.color-institute.com/Francais/Agenda/Agendafr.html
http://www.color-institute.com/Francais/Agenda/Agendafr.html
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 /ƭƛŎƪ άbŜȄǘέ ǘƻ ŀŎŎŜǇǘ ǘƘŜ ŘŜŦŀǳƭǘ {ŜƴǎƻǊŀ 5ŀǘŀ ŘƛǊŜŎǘƻǊȅΣ ƻǊ ά.ǊƻǿǎŜέ 
to select a new one, as shown below: 

 

 /ƭƛŎƪ άbŜȄǘέ ǘƻ ŀŎŎŜǇǘ ǘƘŜ ŘŜŦŀǳƭǘ {ŜƴǎƻǊŀ aǳǎƛŎ ŘƛǊŜŎǘƻǊȅΣ ƻǊ 
ά.ǊƻǿǎŜέ ǘƻ ǎŜƭŜŎǘ ŀ ƴŜǿ ƻƴŜ όsee Section 2.3 below), as shown 
below: 

 

 By default the installer will create Start Menu and Desktop shortcuts for 
the Sensora Color Balancing program ŀƴŘ ¦ǎŜǊΩǎ aŀƴǳŀƭ, unless you tick 
the ά5ƻ ƴƻǘ ŎǊŜŀǘŜ ǎƘƻǊǘŎǳǘǎέ ŎƘŜŎƪōƻȄ ŀǎ ǎƘƻǿƴ ōŜƭƻǿΦ /ƭƛŎƪ άLƴǎǘŀƭƭέ ǘƻ 
proceed with installation: 

 

 When completed, the following page ǿƛƭƭ ōŜ ŘƛǎǇƭŀȅŜŘΤ ŎƭƛŎƪ ά/ƭƻǎŜέ ǘƻ 
exit. 
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2.2 USB DRIVER INSTALLATION 

If you have not done so previously when installing another Sensora software 
program, you will need to install a USB driver for your Sensora light projector 
before you can use it to generate a Color Balancing session. Refer to Annex 3 
for this procedure.  
 

2.3 LOCATING YOUR MUSIC COLLECTION 

The Color Balancing software is capable of playing a soundtrack of your choice 
during the light sessions. The software comes with a default soundtrack, 
specially selected for this purpose: an exclusive track created by the German 
composer Anumaga, called άIȅǇƴƻ aǳǎƛŎέ. If you want to use this default 
selection, you do not need to install any other music tracks. 
 
However if you would like to use your own music selection during Color 
Balancing light sessions, the software allows you to compose Playlists from 
your own music collection (see Section 4.2). You will first need to copy the 
music tracks ǘƻ ȅƻǳǊ t/ όǘƘŜ ǎƻŦǘǿŀǊŜ ƛǎ ŎƻƳǇŀǘƛōƭŜ ǿƛǘƘ άƳǇоέ ŀƴŘ άǿŀǾέ 
audio formats), and then create your Playlists from these music tracks. During 
ǇǊƻƎǊŀƳ ƛƴǎǘŀƭƭŀǘƛƻƴΣ ȅƻǳ ƘŀǾŜ ǎŜƭŜŎǘŜŘ ŀ ά{ŜƴǎƻǊŀ aǳǎƛŎέ ŘƛǊŜŎǘƻǊȅ ǿƘŜǊŜ ǘƘŜ 
program will look for your music collection. This is where you should copy any 
music track for use with Sensora software. 
 
You can change the Sensora Music directory after program installation by 
editing the {ŜƴǎƻǊŀ ŎƻƴǘǊƻƭ ŦƛƭŜ ά{ŜƴǎƻǊŀΦƛƴƛέΥ 

1. ¦ǎƛƴƎ ²ƛƴŘƻǿǎ 9ȄǇƭƻǊŜǊΣ ƭƻŎŀǘŜ ǘƘŜ ά{ŜƴǎƻǊŀΦƛƴƛέ Ŧile in the Sensora 
Data directory όǳǎǳŀƭƭȅ άaȅ 5ƻŎǳƳŜƴǘǎ\{ŜƴǎƻǊŀ 5ŀǘŀέύ. 

2. hǇŜƴ ά{ŜƴǎƻǊŀΦƛƴƛέ ǿƛǘƘ ŀ ǘŜȄǘ ŜŘƛǘƻǊ ǎǳŎƘ ŀǎ bƻǘŜǇŀŘΦ 

3. Lƴ ǘƘŜ άώ5ƛǊŜŎǘƻǊƛŜǎ]έ ǎŜŎǘƛƻƴ ƻŦ ǘƘŜ ŦƛƭŜΣ ƭƻŎŀǘŜ ǘƘŜ ƭƛƴŜ άŘƛǊ!ǳŘƛƻҐΧέ 

4. Type in the full path of the directory containing your music files, such 
as for example: 

  [Directories] 
  dirAudio=c:\My Documents\Sensora Music 

5. /ƭƻǎŜ ǘƘŜ ǳǇŘŀǘŜŘ ά{ŜƴǎƻǊŀΦƛƴƛέ ŦƛƭŜΦ 

 

2.4 CALIBRATING THE COLORS OF YOUR MONITOR AND 
LIGHT PROJECTOR 

For optimal performance, the colors presented to the user during the Color 
Balancing process must be reasonably well defined. The software allows you to 
precisely calibrate the 12 colors used by the Color Test. 
 
The system comes with default color settings values already built-in, and can 
be used right away without further calibration. While these can be satisfactory, 
it is recommended to perform a calibration whenever you change your PC 
screen or your light projector. Refer to Section 6  for this procedure.  
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3 MAKING A COLOR TEST 

When you start the Color Balancing program, you are presented with the άhpening Screenέ shown here.  
 
Follow this simple 4-Steps procedure to make 
a Color Test within a few minutes: 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

STEP 1: 
Click the ά{ǘŀǊǘ bŜǿ /ƻƭƻǊ ¢Ŝǎǘέ button 
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A grid composed of 12 rows of 8 colored spots each will now appear. 
 

 This grid is randomly generated, and will be 
different every time you perform a new Test. 

 
 
 
 
 
 
 
 
 
 

 As you remove colored spots, they will turn grey. 

 The program will only allow you to click spots on 
the row  you are working on; clicking elsewhere 
will be ignored. 

 ¸ƻǳ Ŏŀƴ ŀƭǿŀȅǎ άǳƴ-ŎƭƛŎƪέ ȅƻǳǊ ƭŀǎǘ ǎŜƭŜŎǘƛƻƴ ƛŦ 
 you change your mind. 
 
 
 
 
 
 
 
 
 
 

STEP 2: 
Starting with the bottom row, remove 4 spots 
with your least-favorite colors by clicking on 
them one by one. 
 

At any moment during the test, you 
can interrupt the procedure and 
return to the opening screen by 
ŎƭƛŎƪƛƴƎ ǘƘŜ άReturnέ ōǳǘǘƻƴΦ !ƴȅ 
color selections you may have done 
are then lost. 
 Row Pointer 

(Indicates the row you 
are currently working 

on) 
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 No need to think too much while choosing 
your least-favorite colors in each row! 
Wǳǎǘ Ǝƻ ōȅ ƛƴǎǘƛƴŎǘΣ ǿƛǘƘƻǳǘ ǿƻǊǊȅƛƴƎ ŀōƻǳǘ ƛǘΧ. 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

As soon as you have removed 
 4 spots on the bottom row, 
the Row Pointer will move 
upward to the next row.  

STEP 3: 
Continue removing 4 spots per row, 
one row at a time. 
 

Soon you will reach the last 
(top) row. Remove your very 
ƭŀǎǘ ŎƻƭƻǊŜŘ ǎǇƻǘΧ 

 


